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(11) Details, methods of emplace-
ment, and location of seals used.

[48 FR 28222, June 21, 1983, as amended at 53
FR 19251, May 27, 1988]

§60.73 Reports of deficiencies.

DOE shall promptly notify the Com-
mission of each deficiency found in the
characteristics of the site, and design
and construction of the geologic reposi-
tory operations area which, were it to
remain uncorrected, could: (a) Be a
substantial safety hazard, (b) represent
a significant deviation from the design
criteria and design bases stated in the
application, or (c) represent a devi-
ation from the conditions stated in the
terms of a construction authorization
or the license, including license speci-
fications. The notification shall be in
the form of a written report, copies of
which shall be sent to the Director and
to the appropriate Nuclear Regulatory
Commission Regional Office listed in
appendix D of part 20 of this chapter.

[48 FR 28222, June 21, 1983]

§60.74 Tests.

(a) DOE shall perform, or permit the
Commission to perform, such tests as
the Commission deems appropriate or
necessary for the administration of the
regulations in this part. These may in-
clude tests of:

(1) Radioactive waste,

(2) The geologic repository including
its structures, systems, and compo-
nents,

(3) Radiation detection and moni-
toring instruments, and

(4) Other equipment and devices used
in connection with the receipt, han-
dling, or storage of radioactive waste.

(b) The tests required under this sec-
tion shall include a performance con-
firmation program carried out in ac-
cordance with subpart F of this part.

[48 FR 28222, June 21, 1983]

§60.75 Inspections.

(a) DOE shall allow the Commission
to inspect the premises of the geologic
repository operations area and adja-
cent areas to which DOE has rights of
access.

(b) DOE shall make available to the
Commission for inspection, upon rea-

§60.78

sonable notice, records kept by DOE
pertaining to activities under this part.

(c)(1) DOE shall upon requests by the
Director, Office of Nuclear Material
Safety and Safeguards, provide rent-
free office space for the exclusive use of
the Commission inspection personnel.
Heat, air-conditioning, light, electrical
outlets and janitorial services shall be
furnished by DOE. The office shall be
convenient to and have full access to
the facility and shall provide the in-
spector both visual and acoustic pri-
vacy.

(2) The space provided shall be ade-
quate to accommodate a full-time in-
spector, a part-time secretary and
transient NRC personnel and will be
generally commensurate with other of-
fice facilities at the geologic repository
operations area. A space of 250 square
feet either within the geologic reposi-
tory operations area’s office complex
or in an office trailer or other onsite
space at the geologic repository oper-
ations area is suggested as a guide. For
locations at which activities are car-
ried out under licenses issued under
other parts of this chapter, additional
space may be requested to accomodate
additional full-time inspectors. The Of-
fice space that is provided shall be sub-
ject to the approval of the Director, Of-
fice of Nuclear Material Safety and
Safeguards. All furniture, supplies and
communication equipment will be fur-
nished by the Commission.

(3) DOE shall afford any NRC resi-
dent inspector assigned to that loca-
tion, or other NRC inspectors identi-
fied by the Regional Administrator as
likely to inspect the facility, imme-
diate unfettered access, equivalent to
access provided regular employees, fol-
lowing proper identification and com-
pliance with applicable access control
measures for security, radiological pro-
tection and personal safety.

[48 FR 28222, June 21, 1983, as amended at 52
FR 31612, Aug. 21, 1987]

§60.78 Material control and account-
ing records and reports.
DOE shall implement a program of
material control and accounting (and
accidental criticality reporting) that is
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